We offer the widest selection of for
bag house dust collectors

PulsePleat®

ePTFE membrar

Filter bags and cages

Pleated filter elements

ePTFE membrane filters

ClampS, gauges, valves Filter bags Control unit
Leak detection powder

Emissions monitors

Valves




Fabric Filters Bags & Cages

Pulse-Jet, Reverse Air, Shaker, Plenum Pulse

Polyester
Polypropylene
Acrylic
Fiberglass
Aramid

PPS

P84

Cages manufactured in a variety of sizes with
vertical wire arrangements, metal components

and finishes



* Used to collect extremely
fine particulates

e Useful in applications
with high moisture or .4
extremely sticky |
particulates

* Usedin very
high temperatures and in

extremely harsh
environments
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° Increase surface filtration area 2—-
3 times

e Lower differential pressure...
increased airflow

S
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e Lower emissions...
double filtration efficiency




Absolute highest efficiency (99.99+%)
Non-stick surface for better cleaning
Lowers Differential Pressure
Increases Airflow at Lower Energy
Consumption Levels
Decreases cleaning frequency
Ideal for high moisture
(humidity) processes

Filter bags, and cages all of which are
interdependent in obtaining
optimum performance
and bag life when using a premium filter bag

Providing the highest filtration efficiency
available in the market (99.99+%)
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NT Customers

Cement
Asphalt
Steel
Foundry
Rock Dust
Mining
Aluminum
Incineration
Utilities

“Main Industries”

List of Industries using air filtration systems

Gypsum
Glass
Combustion
Lime
Carbon Black
Ferro Silica
Steam Boilers
Lead Battery

Sec. Smelting

“Other Industries”

Chemical
Plastics
Food
Pharmaceutical
Tire / Rubber
Fiberglass
Paint
Wood
Paper

Grains




Following variables have to be
evaluated in order to choose
a fabric best suited to a
specific system:

Temperature

Moisture Level
Particulate size
Air-to-cloth ratio
Particulate abrasiveness
Mechanical factors,
such as cleaning style, installation, etc.




Cool Gas Filtering Media

Polypropylene | Acrylic | Polyester | PulsePleal”

Hot Gas Filtering Media

ThermoPleal”™

P84

Fiberglass

Max. Conlinuous
Operating Temperature | 77 8000 | 198°C | 129°0C | 191°C | 204°C | 240°C | 260°C
Abrasion |  Excellent Good | Excellent | Excellent |  Good Excellent Fait Fair
Fillration Properties Good Good | Excellent | Excellent | Excellent | Excellent | Excellent Fait
Moist Heat |  Excellent | Excellenl |  Poor Poor Good Good Good | Excellent
Alkalines |  Excellenl Fair Fair Fair Good Good Fair Fair
Mineral Acids |  Excellenl Good Fait Fait Fait Fair Good Poor




Installation of filter bags and cages
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Contact Us

Namadin Tarh Industrial Co.

No.6; 5th Street; Saadatabad Ave.
Postal code: 17568-19987;
Tehran/Iran

Tel.: 498 21 2236 46 21

Fax: +98 21 2207 09 83
info@namadin.com



http://namadin.com

